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1002 - ELECTRICAL PARAMETERS AT STC
n i Power 4T0W | 415W @ 420W  425W | 450W | 435W @ 440W
250 ] EL Open Circult Voltage 50.00V 50.20V 50.40V 49.00V 49.20V 49.40V 49.60V
1 =P Short Circuit Current 10.25A  10.29A  10.33A 11.11A  1119A  11.26A  T11.33A
Maximum Power Voltage 42.60V 42.90V 43.20V 40.40V 40.60V 40.80V 41.00V
1200 Maximum Power Current 9.65A  9.6/7A 92.72A | 10.52A 10.60A 10.67A 10.74A
Q. - =) % Module Efficiency 20.4% 20.6% 20.9% 211% 21.4% 21.6% 21.9%
* Under Standard Test Conditions (STC) of irradiance of 1000 W/m2, spectrum AM 1.5 and cell temperature of 25°C.
ELECTRICAL PARAMETERS AT NMOT
Power 309W  312W 316W  318W | 322W @ 326W  330W
250 ,. m_fﬁ—f’m;l | Open Circuit Voltage 4770V 47.90V 4810V 45.90V 4610V  46.30V  46.50V
| U Short Circuit Current 8.27A | 8.31A  8.35A  9.02A 9.08A  9.13A | 9.19A
Ba;:kview Sideview Maximum Power Voltage 40.20V 40.50V 40.80V 5/7.50V 3/7.7/0V  35/.90V 38.10V
Maximum Power Current /.69A /.73A /.77A  83.50A 8.56A 8.61A 8.66A
Module Efficiency e N o B e o PO Y s ) L) R | [ 2 B | A
Frame Cross Section A-A Frame Cross Section B-B * Under Nominal Module Operating Temperature (NMOT), irradiance of 800 W/m2, spectrum AM 1.5, ambient temperature 20°C, wind speed 1m/s.
= 35 TEMPERATURE CHARACTERISTICS
351 54| | E NMOT 41+3°C Temp Coefficient of ISC +0.05%/°C
o i - Temp Coefficient of VOC -0.28%/°C Temp Coefficient of Pmax -0.36%/°C
-V characteristics at different irradiations PACKING CONFIGURATION
> Modules/Pallet 31 pleces Modules/40' container 759 pieces
& ::jm o Packing Description 22 Pallets, Total=(31+31+7)x11=759 Pieces
5 SPECIFICATIONS
i . Weight 22.5kg
T T T oltagew) Dimensions 2008mMmM*1002mm*35mm
Cell Amount 72*2 pcs
-V characteristics at different temperature Maximum System Voltage 1000/1500V
140 ----- Junction Box P68
. Ny --g Frame Aluminum Alloy
Cable e R 50 300
:: 'I ... Connection MC4 compatible
o ------ Application Level Class A
1T T T T 1T
e 'Efemp;am;;f CE;;DC] A MAXIMUM RATING
Output Tolerance O~+5W
Partner information Operating Temperature -40°C~+85°C
___________________________ Wind Load/Snow Load 2400pa/5400pa
Fuse Current 19A

Full range of products and certification systems
ISO 9001 TUV PID-FREE CE IEC61215/61730/61701/62716
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